
Vinyl General Pupose Gloves
Powdered S/M/L/XL
Powder Free

GLOVE PROFILE

Vinyl General Purpose Gloves 

Length (mm) Minimum 230 mm
Thickness (mm)

Cuff (mm) N/A
Palm (mm) Minimum 0.05 mm

Finger (mm) Minimum 0.05 mm
Tensile Strength(MPa)

Before aging Minimum 9MPa
After aging Minimum 9MPa

Elongation(%)
Before aging Minimum 300%

After aging Minimum 300%
Width (+/- 5 mm) S= 85 mm  M = 95 mm L= 105 mm  XL = 115 mm  

Weight (+/- 0.3 gm)
Small = 3.9gm  Medium = 4.3gm
Large = 4.5gm  X-Large = 4.8gm

GLOVE ATTRIBUTES

Design Ambidextrous, non sterile, beaded cuff 
Donning agent PU coating on interior surface.
Colour Clear, White, Yellow,Green, Red.

Size S, M, L, XL

Packing way 100pcs/box, 10boxes/carton

Package dimension
Innerbox:225*115*60mm;
Carton:315*238*237mm.

Usage Single use only

Facts & Features:
Latex free formulation, no natural 

rubber protein.
Chemical accelerator free.
Interior PU coated for easing dooning.
Smooth finish for tactile sensitivity
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